
GREAT LAKES
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4 GREAT COLOURS
INFINITE POSSIBILITIES

BRINDLE RAVEN

FAWN CARBON

Great Lakes is our best-selling Fusion 
Stone system for a reason. It fuses 
together ease of installation, no mortar 
convenience, a rugged, traditional visual 
effect, and a colour selection you will 
love. Nothing beats Great Lakes for 
elegance and utter good looks.

Choose from the distinctive rusty and brown 
multi-hues of Brindle, the relaxed, subdued 
tones of beautiful Raven, the contemporary, 
rich and cloudy overtones of Carbon, or the 
more subtle resonance of dusky Fawn.
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Great Lakes transforms the average into the 
spectacular both inside and out.
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GREAT LAKES SPECIFICATIONS

UNIT DIMENSIONS

AVAILABLE COLOURS

STONESPECIFICATIONS CORNER STONE

1" TO 2"

5"

8" & 12"

1" TO 2"

5"

8", 12" & 20"

N/A

THICKNESS

HEIGHT

LENGTH

RETURN 4"

BRINDLE RAVEN FAWN CARBON

If you are interested in receiving a sample please call 800.265.3174.



GREAT LAKES INSTALLATION
Besides a luxurious, rugged and traditional profile available in four distinctive colour selections 
Great Lakes has the added benefit of mortar-free installation. This means no mess and a quick 
start to finish project time. Curb appeal is assured with Great Lakes as is a rich and refined 
touch to any project.

PATENTED DIY CLIP SYSTEM
Fusion Stone features a patented system of 
stainless steel clips and screws that can be 
installed in any weather by anyone for a 
lifetime of maintenance free performance.
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INSTALLATION OVERVIEW

SIMPLE, CONSISTENT EXECUTION

Prepare the Surface
Fusion Stone is installed over a 
plywood or OSB substrate. Ensure 
that the substrate has been covered 
in a code approved, breathable, 
weather resistant barrier. Not 
required on interior installations.

Starter Strips are used at the base 
of all jobs as well as above any 
openings (windows and doors). 
Level and install the Starter Strips 
using the stainless steel screws 
provided.

Install the Starter Strip
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Complete Corner Install
Begin installing Fusion Stone at the 
corner. As you build the corner ensure 
that you alternate short and long sides.

Continue Stone 
Installation
Continue to lay the stone in the pattern 
described in the detailed instructions. 
The last stone installed on every row 
may need to be cut to length.

FOR FLAWLESS DELIVERY OF YOUR 
AESTHETIC VISION EVERYTIME.
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